o T TS
MISSOURI HIGHWAYS AND TRANSPORTATION COMMISSION |®&®#] M
JOB NO D8X2-7023
PLANS FOR PROPOSED
PROJECT NO
SLOPE IMPROVEMENTS oo STONE
SHEET
DESCRIPTION NUMBER
TITLE SHEET 1
TYPICAL SECTIONS (_ SHEET )=—— -
SUMMARY (_ SHEET }=——m——————— -
SUMMARY (.- SHEET ) 2-B
PLAN-PROFILE -
REFERENCE PDINTS -
CDDORDINATE POINTS -
SPECIAL SHEETS -
TRAFFIC CONTROL SHEETS A01-A13
EROSION CONTROL -
LIGHTING -
SIGNALS -
SIGNING -
PAVEMENT MARKING -
CULVERT SECTIONS -
BRIDGE DRAWINGS -
CROSS SECTIDNS -
COMPUTER DATA -
e
=
e 1Y
ZI=
CONVENTIONAL SYMBOLS =
it -
EXISTING  NEW )
BUILDINGS AND STRUCTURES Ce=1 == X
GUARD RAIL assee . O o
CONCRETE RIGHT-OF-WAY MARKER [ Y =
STEEL RIGHT-OF-WAY MARKER 4 S
LOCATION SURVEY MARKER I e) o
UTILITIES - = Lot
FIBER DPTICS —-F0— —Fo— o o
OVERHEAD TELEPHONE —0— —e— o
UNDERGROUND TELEPHONE —_T— —F ~
DVERHEAD POWER —_ —— wv
UNDERGROUND POWER —P—  —P—
GAS —6— —f—
WATER —_— ——
SAN
MANHOLE D
FIRE HYDRANT o}
WATER VALVE "®
WATER METER "o
DROP INLET ‘B
DITCH BLOCK =
GROUND MOUNTED SIGN oL
LIGHT POLE 1
H-FRAME POWER POLE H
TELEPHONE PEDESTAL N
FENCE
CHAIN LINK v
WOVEN WIRE X
GATE POST X
BENCHMARK "®
NOTE: DASHED DR OPEN SYMBOLS INDICATE
EXISTING FEATURES
DATE -
| 2
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ROUTE STATE

’ 1 9
"443°] MO

DISTRICT

SHEET ND.

2B

JOB NO.

D8X2-7023

CONTRACT 1ID.

PROJECT NO.

conty STONE

DATE,

AREAS
SHEET LOCATION SQ. FT. REMARKS

AO1 AREA 1 - NORTHBOUND 13 5000 APPROX+ 28830 NGRTH,OF
A02 AREA 2 — NORTHBOUND 13 17000 APPROX... 5000° NORTH OF
A03 AREA 3 - SOUTHBOUND 13 4190 SOUTH OF 76 INTERSECTION
AO4 AREA 4 — NORTHBOUND 13 1575 NORTH OF 76 INTERSECTION
A0S AREA 5 - SOUTHBOUND 13 8160 NORTH OF 76 INTERSECTION
A06 AREA 6 — WESTBOUND 76 13150 FROM_ADQET  HIGHWAY_SIGN
AOT AREA 7 — EASTBOUND 76 12000 SLOPE TO EMERSON ROAD
Ao8 AREA 8 — WESTBOUND 76 17800 | MINOR SO 1B PR VATE ENTRANCE |
A09 AREA 9 — EASTBOUND 76 12735 | MINOR SLOREWEST O EMERBONRAAD
A10 AREA 10 — WESTBOUND 76 23825 o D B T AV DL TEH AND,
A1 AREA 11 — EASTBOUND 76 20875 | LEIGHS, WAY STREET TQ PAVED DITCH
A12 AREA 12 — WESTBOUND 76 19500 SO AN R B i TRANGE AND
A13 AREA 13 — NORTHBOUND 413 5000 NORTH SIDE OF SCHOOL ENTRANCE

TOTAL 160810

Joo
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73 | Mo |8 |'A0T
AREA 1 s 0. DBX2—7023
NORTHBOUND ROUTE_13 CONTRACT ID-
APPROX. 2275 NORTH OF COUNTY ROAD 13-260 PROJECT No.
5,000 SF conry STONE DATE
x '5 = - ~ R .
+ 3 > o % v >
| = S o © S Q
<%> 1000’ , 235’ 150’
TAPER

010I0]101010I0I0I010]1010I01I010I0I0I0I01010101010]0.

OI0101010]101010101010101010101010101010101010101010101010101010101010]0.

EXTST SHLDR
N— —— —REYTE43—
; EXIST SHLDR " e 'y A e W
I Y [ Ay
—— | - I N N —— | I ®®®®®&____L_________J__+___
S I T \\\\\\\\\\\\\\\\\\\\\\\\\\\\\ _ROTRELANES T T T T T
\<§§§§§§§§§§§§
§§ ~5,000 SF
m
m pad
= —
— w
w —
- |’
- om
12 B
3 2
> =z
=z o
S GENERAL NOTES: m
1. THE PROTECTIVE/WORK VEHICLE SHALL BE EQUIPPED WITH
ACTIVATED ROTATING LIGHTS OR STROBE LIGHTS.
ALL SIGNS SHALL BE PORTABLE MOUNT
MAXIMUM SPACING BETWEEN CHANNELIZERS IN A TAPER
SHOULD BE APPROXIMATELY EQUAL IN FEET TO THE SPEED LIMIT.
4. THE SPACING BETWEEN CHANNELIZERS ALONG THE BUFFER AREA
o SIGN 4 CHANNEL IZER CONE AND THE 'WORK AREA INCLUDING ALL WORK VEHICLES SHALL
BE A MAXIMUM OF 100°.
>* DEVIZES ARE APBROXIMATE ANDWAY BE REVISED A5 APSROVED"
N S
NN\ WORK SPACE orEm  PROTECTINE/WORK BY THE ENGINEER TO F1T FIELD CONDITIONS.
woz1-5b 6. THE WORK SPACE SHALL CONSIST OF AREA BEYOND THE SHOULDER
BUT WITHIN MODOT/MHTC RIGHT-OF-WAY-

Q)

NOTE: NOT TO SCALE

7. AREAS SHADED ARE APPROXIMATE.
8. ACCESS SHALL BE MAINTAINED TO ANY EXISTING ENTRANCES & SIDE ROADS

. MAINTAIN A MINIMUM 10 ’ DRIVING LANE
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ARE A
NORTHBOUND
APPROX. 5000° NORTH OF
17,000
+ + kY
S S S s
© 1000° © HPER ]

EXIST SHLDR —

0000000000000 000000

M— —— —— ——ROUTES

x o gt 1 Rl

R10U§ ﬂAéE DISTRICT 3256!5-
% s . DBX2-7023
ROUTE 13 CONTRACT 1D
COUNTY ROAD 13-260 —
SF conty STONE DATE
& & =
o +
o A
: 150’ © 8 :
&
O
S
== —— T e— ——

w021-5b

@

X woRrk sPACE PROTE

SIGN

A

CHANNELIZER CONE

C
E

TIVE
HICL

/
E

WORK

NOTE =

NOT TO SCALE

\ §Q<§§§§@§§§&\ —
~2,000 SF ~10,000 SF N \~\\ \
\

m
o)
»
IS o
e
/3
=
8
GENERAL NOTES: m
1. THE PROTECTIVE/WORK VEHICLE SHALL BE EQUIPPED WITH
ACTIVATED ROTATING LIGHTS OR STROBE LIGHTS.
2. ALL SIGNS SHALL BE PORTABLE MOUNT
. MAXIMUM SPACING BETWEEN CHANNELIZERS IN A TAPER
SHOULD BE APPROXIMATELY EQUAL IN FEET TO THE SPEED LIMIT.
4. THE SPACING BETWEEN CHANNELIZERS ALONG_THE BUFFER AREA
AND THE WORK AREA INCLUDING ALL WORK VEHICLES SHALL
BE A MAXIMUM OF 100°.
5. ALL STATIONS, SPACING, AND DISTANCES OF TRAFFIC CONTROL
DEVICES ARE APPROXIMATE AND MAY BE REVISED AS APPROVED
BY THE ENGINEER TO FIT FIELD CONDITIONS.
6. THE WORK SPACE SHALL CONSIST OF AREA BEYOND THE SHOULDER
BUT WITHIN MODOT/MHTC RIGHT-OF-WAY.

7. AREAS SHADED ARE APPROXIMATE.
8. ACCESS SHALL BE MAINTAINED TO ANY EXISTING ENTRANCES & SIDE ROADS
9. MAINTAIN A MINIMUM 10  DRIVING LANE
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AREA 4

NORTHBOUND ROUTE 13, NORTH OF 76 INTERSECTION

ROUTE STATE DISTRICT SHEET NO.

13 | MO | 8 |AO4

Jos No. D8X2—7023

CONTRACT ID.

PROJECT NO.

1 COUNTY
1,575 SF @// STONE [owre
—
-~ ——
2 5+100 o o =
[is] +_ 4_ (@]
o a1 t
- - @) S o o
+ o ) +
o =4 o S
o o @)
O @) o
1000’
EXIST SHL[m
i- e A EXTST SHIDR
_____________ N ZEREE S\ AN\ N P
e - __~.515sF__________ FUTURE LANES =
w
o
Q
44900
GENERAL NOTES:
1. THE PROTECTIVE/WORK VEHICLE SHALL BE EQUIPPED WITH
ACTIVATED ROTATING LIGHTS OR STROBE LIGHTS. (:)
ALL SIGNS SHALL BE PORTABLE MOUNT
. MAXIMUM SPACING BETWEEN CHANNELIZERS IN A TAPER
SHOULD BE APPROXIMATELY EQUAL IN FEET TO THE SPEED LIMIT.
4. THE SPACING BETWEEN CHANNELIZERS ALONG THE BUFFER AREA i
AND THE “WORK AREA INGLUDING ALL WORK VEHICLES SHALL @)
BE A MAXIMUM OF 100'.
5. ALL STATIONS, SPACING, AND DISTANCES OF TRAFFIC CONTROL
DEVICES ARE APPROXIMATE AND MAY BE REVISED AS APPROVED 4+800
BY THE ENGINEER TO FIT FIELD CONDITIONS. +
6. THE WORK SPACE SHALL CONSIST OF AREA BEYOND THE SHOULDER
BUT WITHIN MODOT/MHTC RIGHT-OF —WAY.
7. AREAS SHADED ARE APPROXIMATE. b SIGN N CHANNEL IZER CONE
8. ACCESS SHALL BE MAINTAINED TO ANY EXISTING ENTRANCES & SIDE ROADS

MAINTAIN A MINIMUM 10 ' DRIVING LANE

NOTE :

NOT TO SCALE

N\ WORK SPACE E-HH

PROT E;IVE/WURK

E
VEHICLE
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AREA 5

ROUTE STATE DISTRICT SHEET NO.

13 | MO | 8 |AOS
Jso8 No.  DBX2-T7023

CONTRACT 1ID.
SOUTHBOUND ROUTE 13, NORTH OF 76 INTERSECTION
PROJECT NO.
8,160 SF conty STONE DATE_____
—
5+100 3 o =
+ & < =
o a1 + = oy o
O O 5 o 'S <
O © o + + N
o W N o
(@] @) o
° ° @
L1150 . 235’ . 1000’ [
8,160 SF ’ TAPER
A EE—,OTTTTTT""TCTC |
- o ;2 v EXTSTSALOR )\ =t
SSSss— ll e AN —ROBUTE—3— _§'Ei‘ —
EXIST SHI DR 1\ (.
T] 1 L ———
R \ W :::::::::::E::::::::::::::::::::%:E@T@?EEEFEE:::::::::k::::::::::::::::::::E::::::::::::::::::::{::::::::::::::::::::%:::::::::: ____
!
4+900
GENERAL NOTES:
1. THE PROTECTIVE/WORK VEHICLE SHALL BE EQUIPPED WITH
ACTIVATED ROTATING LIGHTS OR STROBE LIGHTS.
2. ALL SIGNS SHALL BE PORTABLE MOUNT
. MAXIMUM SPACING BETWEEN CHANNELIZERS IN A TAPER
SHOULD BE APPROXIMATELY EQUAL IN FEET TO THE SPEED LIMIT.
4. THE SPACING BETWEEN CHANNELIZERS ALONG THE BUFFER AREA
AND THE WORK AREA INGLUDING ALL WORK VEHICLES SHALL
BE A MAXIMUM OF 100" .
4 4+800 5. ALL STATIONS, SPACING. AND DISTANCES OF TRAFFIC CONTROL
DEVICES ARE APPROXIMATE AND MAY BE REVISED AS APPROVED
b SIGN »  CHANNELIZER CONE BY THE ENGINEER TO FIT FIELD CONDITIONS.
6. THE WORK SPACE SHALL CONSIST OF AREA BEYOND THE SHOULDER
BUT WITHIN MODOT/MATC RIGHT—OF-WAY.
N\ WORK SPACE pEm PROTECTIVE/WORK 7. AREAS SHADED ARE APPROXIMATE.
o215 ACCESS SHALL BE MAINTAINED TO ANY EXISTING ENTRANCES & SIDE ROADS

Q)

NOTE: NOT TO SCALE

MAINTAIN A MINIMUM 10 ‘ DRIVING LANE

= — v Y = Y Y
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“A3Y

DATE,

'A06

DISTRICT
8

STATE

MO

76

JOB NO.

D8X2—-7023

CONTRACT ID.

conty STONE

PROJECT NO.

HIGHWAY SIG&/}

T
REET

nl
WO =W

D
S

A
A

IG
150

ARE
FROM
CRA

13,

3

10

WESTBOUND 76

~13,150 SF

—RBUTE—t3—

10+400

1000’

10+500

PED WITH

2. ALL SIGNS SHALL BE PORTABLE MOUNT

2]
Ll
-
o
=z
—
<
a
L
=z
Ll
(&

104800 ]

1000’

10+900

114000

NN

"1 3=2%7]

© %.
|

R
EED LIMIT.

PE
SP

ROAD
]

SIS
GHT

E
D
7. AREAS SHADED ARE APPROXIMATE.

T OF AREA BEYOND THE SHOULDER

~0F -WAY.

8. ACCESS SHALL BE MAINTAINED TO ANY EXISTING ENTRANCES & SIDE ROADS

9. MAINTAIN A MINIMUM 10

DRIVING LANE

1

CHANNELIZER CONE

SIGN

2

NN WORK SPACE

w021-5b

Lyl
—
<t
()
V8
o
_l
_l
(@9)]
=

NOTE

12/13/2006
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R_;ug ﬂ“DE DISTRICT 5K56I‘iﬂr-
vos No. DBX2-7023
A R E A 7 T O+5 OO CONTRACT 1ID.
: PROJECT NO.
EASTBOUND 76 FROM SLOPE TO EMERSON RD o _
12,000 SF i
alll |
Al
7
AN
/
211
7
3+100 ; //
(:)-"———‘ ‘7()-FES()() f I
o |
= N
* N
| S
|| o
/ +.
: L\ A&
/_ " N 1 ’
ST ) ‘ QA ppr
sy =
~12,000 SF o Razs
o SIGN N CHANNEL IZER CONE 24900 @)
7/, WORK SPACE PROTEL E I YELWORK 7O+8 00
GENERAL NOTES:
1. THE PROTECTIVE/WORK VEHICLE SHALL BE EQUIPPED WITH
ACTIVATED ROTATING LIGHTS OR STROBE LIGHTS. 2y
2. ALL SIGNS SHALL BE PORTABLE MOUNT éﬂ:ky
3. MAXIMUM SPACING BETWEEN CHANNELIZERS IN A TAPER
SHOULD BE APPROXIMATELY EQUAL IN FEET TO THE SPEED LIMIT.
4. THE SPACING BETWEEN CHANNELIZERS ALONG THE BUFFER AREA
AND THE WORK AREA INCLUDING ALL WORK VEHICLES SHALL
BE A MAXIMUM OF 100’. 10
5. ALL STATIONS, SPACING, AND DISTANCES OF TRAFFIC_CONTROL +900
DEVICES ARE APPROXIMATE AND MAY BE REVISED AS APPROVED
BY THE ENGINEER TO FIT FIELD CONDITIONS. V02150
6. THE WOQRK SPACE SHALL CONSIST OF AREA BEYOND THE SHOULDER @)
BUT WITHIN MODOT/MHTC RIGHT-OF-WAY.
NOT TO SCALE

7. AREAS SHADED ARE APPROXIMATE.
ACCESS SHALL BE MAINTAINED TO ANY EXISTING ENTRANCES & SIDE ROADS

8.
MAINTAIN A MINIMUM 10 ’ DRIVING LANE

9.

NOTE:
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ROUTE

76

JOB NO.

STATE SHEET NO.

MO AO8
D8X2-7023

CONTRACT 1ID.

DISTRICT

AREA 8
WESTBOUND 76 MINOR SLOPE WEST OF CRAIG

ST

PROJECT NO.

coonty STONE

DATE

AND
SLOPE TO PRIVATE ENTRANCE

17,800 SF

5+400

5+600

~16,000 SF

EXTST SHLOR

i

EXIST SHLDR

l*  SIGN 4 CHANNELIZER CONE
7))} work spacE B PROTECTINE/WORK
w021-5b
@) GENERAL NOTES:
1. THE PROTECTIVE/WORK VEHICLE SHALL BE EQUIPPED WITH
ACTIVATED ROTATING LIGHTS OR STROBE LIGHTS.
2. ALL SIGNS SHALL BE PORTABLE MOUNT
MAXIMUM SPACING BETWEEN CHANNELIZERS IN A TAPER
SHOULD BE APPROXIMATELY EQUAL IN FEET TO THE SPEED LIMIT.
4. THE SPACING BETWEEN CHANNELIZERS ALONG_THE BUFFER AREA
AND THE WORK AREA INCLUDING ALL WORK VEHICLES SHALL
BE A-MAXIMUM OF 100°.
5. ALL STATIONS, SPACING, AND DISTANCES OF TRAFFIC CONTROL
DEVICES ARE APPROXIMATE AND MAY BE REVISED AS APPROVED
BY THE ENGINEER TO FIT FIELD CONDITIONS. :
6. THE WORK SPACE SHALL CONSIST OF AREA BEYOND THE SHOULDER
BUT WITHIN MODOT/MHTC RIGHT-OF—WAY.

7. AREAS SHADED ARE APPROXIMATE.

8. ACCESS SHALL BE MAINTAINED TO ANY EXISTING ENTRANCES & SIDE ROADS
9. MAINTAIN A MINIMUM 10 ‘' DRIVING LANE

NOTE: NOT TO SCALE
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5+900

5+700

ROUTE STATE DISTRICT SHEET NO.

76 | MO 8 | AO9

AREA 9 w5 0. DBX2—7023

5+600

EXTRT SHLDR T

EASTBOUND 76 MINOR SLOPE WEST OF EMERSON ROAD comer &
MAIN SLOPE TO GIBSON TECH cures STONE I
12,735 SF

EBL

EXTST SHETR

w021-5b

Q)

3507

GENERAL NOTES:
1.

2.
3.

| SIGN A CHANNELIZER CONE

7)), work spacE wEm PROTECTIVE/WORK

THE PROTECTIVE/WORK VEHICLE SHALL BE EQU
ACTIVATED ROTATING LIGHTS OR STROBE LIGH

ALL SIGNS SHALL BE PORTABLE MOUNT

XIMUM_ SPACING BETWEEN CHANNELIZERS IN A TAPER
LD BE APPROXIMATEL I

. AREAS SHADED ARE APPROXIMATE.

8. ACCESS SHALL BE MAINTAINED TO ANY EXISTING ENTRANCES & SIDE ROADS

9. MAINTAIN A MINIMUM 10 ‘' DRIVING LANE NOTE: NOT TO SCALE
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AREA 10

234825 SF

5+700
5+600

5+400

WESTBOUND 76 SLEE% 70 PAVED DITCH
PAVED DITCH TO END OF SLOPE

PAVED DITCH

350’ @
|

ROUTE

76

STATE

MO

DISTRICT

SHEET NO.

A10

JOB NO.

D8X2-7023

CONTRACT 1ID.

PROJECT NO.

comnty STONE

DATE

TAPER
= ~12,800 SF _ ~11,025 SF 3 I
p %%%%%%%%%%%%%%%%z%%%%%%%%%%&\\
A 4 I A A A A = Qp IT": .,rl: wB' »»»»» sﬂﬂ [B
T ¥ T 1 FBL — |
N 7
I
Q
e
=
Q
[75]
m
o
GENERAL NOTES:
1. THE PROTECTIVE/WORK VEHICLE SHALL BE EQUIPPED WITH <
ACTIVATED ROTATING LIGHTS OR STROBE LIGHTS. *E?
2. ALL SIGNS SHALL BE PORTABLE MOUNT C%Q
3. MAXIMUM SPACING BETWEEN CHANNELIZERS IN A TAPER
SHOULD BE APPROXIMATELY EQUAL IN FEET TO THE SPEED LIMIT
4., THE SPACING BETWEEN CHANNELIZERS ALONG THE BUFFER AREA NOTE:
AND THE WORK AREA INCLUDING ALL WORK VEHICLES SHALL
BE A MAXIMUM OF 100°.
5. ALL STATIONS, SPACING, AND DISTANCES OF TRAFFIC CONTROL
DEVICES ARE APPROXIMATE AND MAY BE REVISED AS APPROVED
BY THE ENGINEER TO FIT FIELD CONDITIONS.
6. THE WORK SPACE SHALL CONSIST OF AREA BEYOND THE SHOULDER o SIGN a CHANNELIZER CONE
BUT WITHIN MODOT/MHTC RIGHT-OF—WAY.

7. AREAS SHADED ARE APPROXIMATE.
8. ACCESS SHALL BE MAINTAINED TO ANY EXISTING ENTRANCES & SIDE ROADS
9. MAINTAIN A MINIMUM 10 ' DRIVING LANE

WD21-5b

@

7)) WORK SPACE PROTECT INELWORK

—
EV.

o
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76 | MO

ROUTE STATE DISTRICT SHEET NO.

A11

GENERAL NOTES:

1.

THE PROTECTIVE/WORK VEHICLE SHALL %E

EQ
ACTIVATED ROTATING LIGHTS OR STROB I

UIPPED WITH
LIGHTS.

2. ALL SIGNS SHALL BE PORTABLE MOUNT

A c
HOULD BE APPROXIMATELY EQUAL IN FEET TD THE SPEED LIMIT.
THE SPACING BETWEEN CHANNELIZERS ALONG THE BUFFER AREA
AND THE WORK AREA INCLUDING ALL WORK VEHICLES SHALL
BE A MAXIMUM OF 100'.
ALL STATIONS, SPACING, AND DISTANCES OF TRAFFIC CONTROL
DEVICES ARE APPROXIMATE AND MAY BE REVISED AS APPROVED
BY THE ENGINEER TO FIT FIELD CONDITIONS.
THE WORK SPACE SHALL CONSIST OF AREA BEYOND THE SHOULDER
BUT WITHIN MODOT/MHTC RIGHT-OF-WAY.
. AREAS SHADED ARE APPROXIMATE.
. ACCESS SHALL BE MAINTAINED TO ANY EXISTING ENTRANCES & SIDE ROADS
. MAINTAIN A MINIMUM 10 ' DRIVING LANE

AREA 17
EASTBOUND 76 LEIGHS WAY STREET TO PAVED DITCH
' AND cowwnty STONE

PAVED DITCH TO END OF SLOPE

200

Wo21-5b

@

NOTE:

\

PAYED o176y

sos No. DBX2-7023

CONTRACT ID.

PROJECT NO.

DATE,

20,875 SF

O
o

T 1+800

W 8 o o

150- ? 8 8

(o] -+ 4

mn L0

-\_
2
U
=~

—

J

RBUTE—=13
;;////r

| %Ni

~6,750 SF
~14,125 SF
24000 I
b SIGN R CHANNELIZER CONE
WORK SPACE PROTECT IVE/WORK )
' 'L
2+100 =\
= /‘
NOT TGO SCALE (
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o
N
i
w0

AREA 12

WESTBOUND 76 SLOPE TO DRIVE ENTRANCE

AND
ENTRANCE TO END OF SLOPE
19,500 SF

6+000

~10,500 SF

LEIGHS WAY

GENERAL NOTES:

1.

PED WITH

THE PROTECTIVE/WORK VEHICLE SHALL BE %%ﬂ%@

ACTIVATED ROTATING LIGHTS OR STROBE L

2. ALL SIGNS SHALL BE PORTABLE MOUNT

IMUM SPACING BETWEEN CHANNELIZERS IN A TAPER
LD BE APPROXIMATELY EQUA
I

Z0 OO ZTOZ
T Smz oo B
n =X

. AREAS SHADED ARE APPROXIMATE.

8. ACCESS SHALL BE MAINTAINED TO ANY EXISTING ENTRANCES & SIDE ROADS
9. MAINTAIN A MINIMUM 10 ' DRIVING LANE

/////////////////////////////

o
@
ue

NOTE:

ROUTE STATE DISTRICT SHEET ND.

76 | MO | 8 |A12

vos No. DBX2-7023

CONTRACT ID.

PROJECT NO.

county STONE

DATE

2 +000

¥W021-5b

@

2.\—’\ 00 o SIGN R CHANNELIZER CONE

7/l WORK SPACE PROTECT IVE/WORK

NOT TO SCALE
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NOTE =

AREA 13

NORTHBOUND 413, NORTH SIDE OF SCHOOL ENTRANCE

S A

GENERAL NOTES:
1.

5,000 SF

THE PROTECTIVE/WORK VEHICLE SHALL BE
ACTIVATED ROTATING LIGHTS OR STROBE

2. ALL SIGNS SHALL BE PORTABLE MOUNT

NOT TO SCALE

[%2]
3:3:

ZX >
om

m- @O D>
I <mr— m

[an}
cx
=
oc
UUS:
wn
e
hagd
32
=z
(@]
><C)
—
m
_[
=
m
m
=

C
MATELY EQUA
1

3
=
0
=
—

. AREAS SHADED ARE APPROXIMATE.
. ACCESS. SHALL BE MAINTAINED TO ANY EXISTING ENTRANCES & SIDE ROADS

9. MAINTAIN A MINIMUM 10 ’ DRIVING LANE

6+000

5+900

ROUTE STATE DISTRICT SHEET NO.

413| MO | 8 |A13
so No.  DBX2-7023

CONTRACT ID.

PROJECT NO.

conty STONE DATE

wo21-5b

Q)

5+600

o SIGN A CHANNELIZER CONE

NN WORK SPACE BEE PRUT%EHXEEWORK

t:\de-proj\design_services\104\slope improvement\Areaid.dgn 06:21:49 AM

12/13/2008

REV.



